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NEO– model: WS-37
LED Vanity/Sconce Luminiare

FEATURES

• ETL & cETL listed for damp locations
• Mount vertically, horizontally, or on ceiling 
• Innovative edge lit screen technology
• Ultra-low profi le design
• 70,000 hour potential life
• 5 year WAC Lighting product warranty
• 120° beam angle
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

Marvel at this ultra-thin sconce and vanity light collection which adapts the latest technology from the television and display industry, to create phenomenal light 
output from a half inch deep luminaire. The amazing uniform light is free from glare, hot spots and color-over-angle changes. Place above or alongside a mirror 
for a modern geometric display of two-dimensional rectilinear forms. Create a dramatic display of wall art with an arrangement of these modular units.

SPECIFICATIONS

Construction: Aluminum with edge lit screen technology.

Power: Transformer located in outlet box. 120V input.

Light Source: High output LED.

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer.

Mounting: Mounts directly to junction box.

Finish: Brushed Aluminum (AL).

Standards: ETL & cETL listed. ADA Compliant.

Installation: Requires Transformer to be recessed within the junction box.
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Model Length Watt
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Lumens Finish

WS-3712 12" 13W 970 500

AL Brushed Aluminum
WS-3718 18" 24W 2258 947

WS-3724 24" 31W 3008 1220

WS-3736 36" 41W 3720 1697
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