
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-4.5  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to matchyour fan finish. Downrods can be joined together using a downrod coupler (XF-
I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed

Construction Steel
  
  

  

    Model   Finish
   XF-4.5
 

   GH    Graphite
   MB    Matte Black
   MW    Matte White
 

  Example:  XF-4.5-MW

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-12  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to matchyour fan finish. Downrods can be joined together using a downrod coupler (XF-
I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-12
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   GB    Gloss Black
   GH    Graphite
   GW    Gloss White
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-12-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-18  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to match your fan finish. Downrods can be joined together using a downrod coupler
(XF-I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed,Damp Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-18
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   GB    Gloss Black
   GH    Graphite
   GW    Gloss White
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-18-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-24  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to match your fan finish. Downrods can be joined together using a downrod coupler
(XF-I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Damp Location Listed,Wet Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-24
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   GH    Graphite
   GW    Gloss White
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-24-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-36  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to match your fan finish. Downrods can be joined together using a downrod coupler
(XF-I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed,Damp Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-36
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   GB    Gloss Black
   GH    Graphite
   GW    Gloss White
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-36-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-48  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to matchyour fan finish. Downrods can be joined together using a downrod coupler (XF-
I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed,Damp Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-48
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   GB    Gloss Black
   GH    Graphite
   GW    Gloss White
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-48-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-60  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to matchyour fan finish. Downrods can be joined together using a downrod coupler (XF-
I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed,Damp Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-60
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   DK    Distressed Koa
   GB    Gloss Black
   GH    Graphite
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-60-TT

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

       

Downrods
  XF-72  

PRODUCT DESCRIPTION
3/4 inch downrods can be used to extend downrod ceiling fan height. Downrods are
available in 12, 18, 24, 36, 48, 60, and 72 inch sizes along with a variety of finish options
to matchyour fan finish. Downrods can be joined together using a downrod coupler (XF-
I) to make lengths greater than 72in and may also be shortened in the field.
FEATURES
 

• Available in all fan finishes
• Downrods can be field cut
• Suitable for Wet Location
• Available in 4.5", 12", 18", 24", 36", 48" 60" and 72"
 

  SPECIFICATIONS

Standards Wet Location Listed

Construction Steel,Stainless Steel
  
  

  

    Model   Finish
   XF-72
 

   AN    Antique Nickel
   BA    Brushed Aluminum
   BN    Brushed Nickel
   BZ    Bronze
   DK    Distressed Koa
   GB    Gloss Black
   GH    Graphite
   MB    Matte Black
   MW    Matte White
   OB    Oil Rubbed Bronze
   SB    Soft Brass
   SS    Stainless Steel
   ST    Steel
   TT    Titanium Silver
 

  Example:  XF-72-TT

 For custom requests please contact customs@modernforms.com
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