Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

BE

Veloce

PD-24826

PRODUCT DESCRIPTION

Interlocked bands of metal loop around and around on this simple yet oblique design,
a formal puzzle whose rings can be adjusted for a more personalized shape.
FEATURES

3/
F 211%™ « Driver concealed within the canopy
"
HJ9 V8™ « Silicon diffusers for even illlumination
T 12'T * Thin powered aircraft cables provide an ultra clean look for adjustable suspension
height
+ Edge-lit metal bands rotatable up to 25 degrees
Min. 27" + Can be mounted on a sloped ceiling
Max. 116"
- SPECIFICATIONS
67" Rated Life 50,000 Hours
4 4
‘ 26" . Standards ETL, cETL,Damp Location Listed, Title 24 JA8: 2019 Compliant
T 1
Input 120-277 VAC,50/60Hz
Dimming ELV, 0-10V
-~ Color Temp 3000K
CRI 90
Construction Rotatable edge-lit metal bands, silica gel diffuser
26%"
- PD-24826
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
O PD-24826 26" 3000K 0 AB Aged Brass 54.1W 3850 3593
3000K 0 BK Black 54.1W 3850 3593
3000K O TT Titanium 54.1W 3850 3593

Example: PD-24826-TT
For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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Model & Size Color Temp Finish
0 PD-24838 38" 3000K 0 AB Aged Brass
3000K 0 BK Black
3000K O TT Titanium

Example: PD-24838-TT

For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

]

Veloce

PD-24838

PRODUCT DESCRIPTION

Interlocked bands of metal loop around and around on this simple yet oblique design,
a formal puzzle whose rings can be adjusted for a more personalized shape.
FEATURES

« Driver concealed within the canopy

« Silicon diffusers for even illlumination

* Thin powered aircraft cables provide an ultra clean look for adjustable suspension
height

+ Edge-lit metal bands rotatable up to 25 degrees

+ Can be mounted on a sloped ceiling

SPECIFICATIONS

Rated Life 50,000 Hours

Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant
Input 120-277 VAC,50/60Hz

Dimming ELV, 0-10V

Color Temp 3000K

CRI 90

Construction Rotatable edge-lit metal bands, silica gel diffuser

PD-24838
LED Watts LED Lumens Delivered Lumens
78.5W 5311 3647
78.5W 5311 3647
78.5W 5311 3647

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
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Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Veloce

PD-24848

PRODUCT DESCRIPTION

Interlocked bands of metal loop around and around on this simple yet oblique design,
a formal puzzle whose rings can be adjusted for a more personalized shape.
FEATURES

« Driver concealed within the canopy

« Silicon diffusers for even illlumination

* Thin powered aircraft cables provide an ultra clean look for adjustable suspension
height

+ Edge-lit metal bands rotatable up to 25 degrees

+ Can be mounted on a sloped ceiling

SPECIFICATIONS

Rated Life 50,000 Hours
30
»18?//:?: Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant
072
FoA Input 120-277 VAC,50/60Hz
Dimming ELV, O-10V
MIN 38" Color Temp 3000K
MAX 172 CRI 90
Construction Rotatable edge-lit metal bands, silica gel diffuser
11‘(2" _— |
PD-24848
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
[ PD-24848 48" 3000K 0O AB Aged Brass 106.7W 9235 5035

Example: PD-24848-AB
For custom requests please contact customs@modernforms.com
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