Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Vitrine

WS-W32512

PRODUCT DESCRIPTION

Raindrops falling gently on the window pane. This stunning effect is the result of
concealed LEDs illuminating from above while casting a warm beam through clear
hammered seeded,mouth-blown optic glass. The durable body and minimalist design
compliment a multiplicity of architectural styles. Perfect for indoor and outdoor
settings in luxury homes and resorts.

FEATURES
* ACLED driverless technology
Y~ VA — 4" — + Seedy mouth-blown hammered glass
- SPECIFICATIONS
" I ‘ Rated Life 54000 Hours
534" Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
1 2" ‘ Input 120 VAC,50/60Hz
Dimming ELV
Color Temp 3000K
CRI 90
J' | Construction Aluminum hardware, hammered seedy glass
WS-W32512
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-W32512 12" 3000K 0 BK Black 5.1W 260 190
Example: WS-W32512-BK
For custom requests please contact customs@modernforms.com
ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
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Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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WS-W32516

Model & Size Color Temp Finish LED Watts

0 WS-W32516 16" 3000K 0O BK Black 119w
3000K 0 BZ Bronze 11.1W

Example: WS-W32516-BZ
For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Vitrine
WS-W32516

PRODUCT DESCRIPTION

Raindrops falling gently on the window pane. This stunning effect is the result of
concealed LEDs illuminating from above while casting a warm beam through clear
hammered seeded,mouth-blown optic glass. The durable body and minimalist design
compliment a multiplicity of architectural styles. Perfect for indoor and outdoor
settings in luxury homes and resorts.

FEATURES

* ACLED driverless technology
+» Seedy mouth-blown hammered glass

SPECIFICATIONS

Rated Life 54000 Hours
Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
Input 120 VAC,50/60Hz
Dimming ELV
Color Temp 3000K
CRI 90
Construction Aluminum hardware, hammered seedy glass
LED Lumens Delivered Lumens
612 454
612 454
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Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Vitrine
WS-W32521

PRODUCT DESCRIPTION

Raindrops falling gently on the window pane. This stunning effect is the result of
concealed LEDs illuminating from above while casting a warm beam through clear
hammered seeded,mouth-blown optic glass. The durable body and minimalist design
compliment a multiplicity of architectural styles. Perfect for indoor and outdoor
settings in luxury homes and resorts.

612" — 4" FEATURES
T T T [ | T * ACLED driverless technology
+» Seedy mouth-blown hammered glass
97" SPECIFICATIONS
Rated Life 54000 Hours
21 ” Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
Input 120 VAC,50/60Hz
Dimming ELV
Color Temp 3000K
CRI 90
Construction Aluminum hardware, hammered seedy glass
WS-W32521
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-W32521 21" 3000K 0 BK Black 16W 633 588
3000K 0 BZ Bronze 16W 633 588

Example: WS-W32521-BZ
For custom requests please contact customs@modernforms.com
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