
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Isotope
  PD-77928  

PRODUCT DESCRIPTION
An elaborate modern array of wands crowned with etched extruded acrylic illuminated
by LEDs. Slim low profile adjustable elemental cylindrical designs for modern vignettes
created infree form. This chandelier can stand alone or ganged together in multiples.
FEATURES
 

• Driver concealed within the canopy
• Etched opal glass
• Rotatable arms adjusts at joints for customization
 

  SPECIFICATIONS

Rated Life 50,000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120-277 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware, etched opal glass
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   PD-77928    40" 
 

  3000K
 

   BK    Black
 

  46.9W
 

  1780
 

  1522
 

  Example:  PD-77928-BK

 For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585 MODERN FORMSCentral Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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  Catalog Number:

AVAILABLE FINISHES:
       

 

Isotope
  PD-77932  

PRODUCT DESCRIPTION
An elaborate modern array of wands crowned with etched extruded acrylic illuminated
by LEDs. Slim low profile adjustable elemental cylindrical designs for modern vignettes
created infree form. This chandelier can stand alone or ganged together in multiples.
FEATURES
 

• Driver concealed within the canopy
• Etched opal glass
• Rotatable arms adjusts at joints for customization
 

  SPECIFICATIONS

Rated Life 50,000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120-277 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware, etched opal glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-77928 - Outer Acrylic Shade
RPL-ROD-IN06-BK-01 - 6" rod
RPL-ROD-IN12-BK-01 - 12" rod

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   PD-77932    31" 
 

  3000K
 

   BK    Black
 

  30.8W
 

  1195
 

  1064
 

  Example:  PD-77932-BK

 For custom requests please contact customs@modernforms.com
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  Catalog Number:

AVAILABLE FINISHES:
       

 

Isotope
  PD-77965  

PRODUCT DESCRIPTION
An elaborate modern array of wands crowned with etched extruded acrylic illuminated
by LEDs. Slim low profile adjustable elemental cylindrical designs for modern vignettes
created infree form. This chandelier can stand alone or ganged together in multiples.
FEATURES
 

• Driver concealed within the canopy
• Etched opal glass
• Rotatable arms adjusts at joints for customization
 

  SPECIFICATIONS

Rated Life 50,000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120-277 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware, etched opal glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-77928 - Outer Acrylic Shade
RPL-ROD-IN06-BK-01 - 6" rod
RPL-ROD-IN12-BK-01 - 12" rod

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   PD-77965    55" 
 

  3000K
 

   BK    Black
 

  46.3W
 

  1780
 

  1505
 

  Example:  PD-77965-BK

 For custom requests please contact customs@modernforms.com
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