
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Harmonix
  PD-87956  

FEATURES
 

• Driver concealed within the canopy
• Sanded acrylic diffuser spreads light evenly
• Slope ceiling adaptable. Hang straight swivels up to 90 degrees
• Six 12” and two 6” down rods included (additional sold separately)
 

  SPECIFICATIONS

Rated Life 64000 Hours

Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant

Input 120-277 VAC,50/60Hz

Dimming ELV, 0-10V, TRIAC

Color Temp 3000K

CRI 90

Construction Aluminum hardware, Sanded acrylic diffuser
  
  

REPLACEMENT PARTS
 

ROD-I06-PC132T-BK - 6" Rod
ROD-I12-PC132T-BK - 12" Rod
HDW-HARMONIX-87956 - Hardware Pack

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   PD-87956    56" 
 

  3000K
 

   BK/AB    Black & Aged Brass
 

  91W
 

  8190
 

  5334
 

  Example:  PD-87956-BK/AB

 For custom requests please contact customs@modernforms.com
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