
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Luma
  FM-75710  

PRODUCT DESCRIPTION
A heavenly glow radiates from the halo effect projected on the ceiling from around this
surface mount, perfect for softer restaurant, commercial and hotel illuminations along
withelevated home décors. And with its extra-long lifespan, Luma will stand up over
time in terms of both style and productivity.
FEATURES
 

• ACLED driverless technology
• Etched acrylic shade
• Projects downward and back lights the mounting surface
 

  SPECIFICATIONS

Rated Life 80000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120 VAC,50/60Hz

Dimming ELV

Mounting Can be mounted on ceiling or wall in all orientations

Color Temp 3000K

CRI 90

Construction Die-Cast Aluminum and acrylic shade
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   FM-75710    10" 
 

  3000K
 

   BN    Brushed Nickel
 

  20W
 

  1740
 

  525
 

  Example:  FM-75710-BN

 For custom requests please contact customs@modernforms.com
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Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Luma
  FM-75715  

PRODUCT DESCRIPTION
A heavenly glow radiates from the halo effect projected on the ceiling from around this
surface mount, perfect for softer restaurant, commercial and hotel illuminations along
withelevated home décors. And with its extra-long lifespan, Luma will stand up over
time in terms of both style and productivity.
FEATURES
 

• ACLED driverless technology
• Etched acrylic shade
• Projects downward and back lights the mounting surface
 

  SPECIFICATIONS

Rated Life 80000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120 VAC,50/60Hz

Dimming ELV

Mounting Can be mounted on ceiling or wall in all orientations

Color Temp 3000K

CRI 90

Construction Die-Cast Aluminum and acrylic shade
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   FM-75715    15" 
 

  3000K
 

   BN    Brushed Nickel
 

  36.5W
 

  2995
 

  780
 

  Example:  FM-75715-BN

 For custom requests please contact customs@modernforms.com
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  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Luma
  FM-75720  

PRODUCT DESCRIPTION
A heavenly glow radiates from the halo effect projected on the ceiling from around this
surface mount, perfect for softer restaurant, commercial and hotel illuminations along
withelevated home décors. And with its extra-long lifespan, Luma will stand up over
time in terms of both style and productivity.
FEATURES
 

• ACLED driverless technology
• Etched acrylic shade
• Projects downward and back lights the mounting surface
 

  SPECIFICATIONS

Rated Life 80000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120 VAC,50/60Hz

Dimming ELV

Mounting Can be mounted on ceiling or wall in all orientations

Color Temp 3000K

CRI 90

Construction Die-Cast Aluminum and acrylic shade
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   FM-75720    20" 
 

  3000K
 

   BN    Brushed Nickel
 

  42W
 

  3505
 

  1175
 

  Example:  FM-75720-BN

 For custom requests please contact customs@modernforms.com
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