Project:
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Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Bloc

WS-W9202

PRODUCT DESCRIPTION

Crafted from die-cast aluminum for a seamless appearance, Bloc is minimalist in form
and maximalist in performance, delivering superior LED light through a factory-sealed
glass lenssilk-screened with ceramic for diffuse even illumination. Cubism never looked
so good.

FEATURES

+ 2700K and 4000K CCT option available for special order.
* Driver concealed within the fixture

» Silk-screened glass

* Up and down illlumination

SPECIFICATIONS
1 n 1 n
2 2 Rated Life 50,000 Hours

Standards ETL, cETL,Wet Location Listed,IP66
Input 120-277 VAC,50/60Hz
) . Dimming ELV, 0-10V, TRIAC
" Mounting Can be mounted on wall vertically or upside down
6 Color Temp 3000K
CRI 90
Construction Die cast aluminum construction with silk-screened glass
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-W9202 6" 3000K 0 BK Black 24.6W 8392 2260
Example: WS-W9202-BK
+For '2700K" add "-'27",'4000K' add "-'40" before the finish: WS-W9202-40-BK
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