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Fixture Type:
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AVAILABLE FINISHES:
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WS-W19732

PRODUCT DESCRIPTION

Sleek and stylish, this versatile LED sconce with tapered torch design fosters an easy
transition from interiors to exteriors for exceptional design continuity. Its frame is
embodiedwith back light and solid crystal up light for warm ambience in upscale
residential, hospitality and commercial spaces.

45/8” FEATURES

« Transformer concealed within the fixture

21/2u 3%" . Stainlesslstelel, K2 crystal '
— N " + Dual projection: upward and onto mounting surface
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WS-W19732
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-W19732 32" 3500K 0 BK Black 15.6W 374 298
Example: WS-W19732-BK
For custom requests please contact customs@modernforms.com
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B WS-W19770
Model & Size Color Temp Finish LED Watts
0 WS-W19770 70" 3500K 0 BK Black 31.2wW

Example: WS-W19770-BK

For custom requests please contact customs@modernforms.com
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WS-W19770

PRODUCT DESCRIPTION

Sleek and stylish, this versatile LED sconce with tapered torch design fosters an easy
transition from interiors to exteriors for exceptional design continuity. Its frame is
embodiedwith back light and solid crystal up light for warm ambience in upscale
residential, hospitality and commercial spaces.

FEATURES

* Transformer concealed within the fixture
« Stainless steel, K2 crystal
+ Dual projection: upward and onto mounting surface

SPECIFICATIONS

Rated Life 52000 Hours

Standards ETL, cETL,Wet Location Listed,IP65
Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3500K

CRI 90

Construction Stainless steel and K2 Clear optic crystal

LED Lumens Delivered Lumens
1190 713
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