8II 23/8"
3"
8"
WS-W38608
Model & Size Color Temp Finish LED Watts
0 WS-W38608 8" 3000K 0 BK Black 10.7W
3000K 0 BZ Bronze 10.7W

Example: WS-W38608-BZ
*For 277V special order, add an "F" before the finish: WS-W38608F-BK

For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Square

WS-W38608

PRODUCT DESCRIPTION

Four equal sides and a stream of light. Square artfully provides geometry to wall
surfaces in the daytime when mounted in multiples while providing safe illumination of
pathways anddramatic visual intrigue in the evening. Perfect for wall grazing surfaces.
FEATURES

+ 277V option available for special order.

* ACLED driverless technology

« State of the art LEDs in a geometric form

« IDA Dark Sky compliant when mounted in a downward orientation

SPECIFICATIONS

Rated Life 54000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant,Dark
Sky Friendly

Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware

REPLACEMENT PARTS

RPL-GLA-38608 - Glass
HDW-WS-W386XX - Hardware Pack

LED Lumens Delivered Lumens
800 391
800 391

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760

MODERN FORMS



| 10" 2%"
31/2"
10"
WS-W38610
Model & Size Color Temp Finish LED Watts
0 WS-W38610 10" 3000K 0O BK Black 18.4W
3000K 0 BZ Bronze 18.4W

Example: WS-W38610-BZ
*For 277V special order, add an "F" before the finish: WS-W38610F-BK

For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Square

WS-W38610

PRODUCT DESCRIPTION

Four equal sides and a stream of light. Square artfully provides geometry to wall
surfaces in the daytime when mounted in multiples while providing safe illumination of
pathways anddramatic visual intrigue in the evening. Perfect for wall grazing surfaces.
FEATURES

+ 277V option available for special order.

* ACLED driverless technology

« State of the art LEDs in a geometric form

« IDA Dark Sky compliant when mounted in a downward orientation

SPECIFICATIONS

Rated Life 54000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant,Dark
Sky Friendly

Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware

REPLACEMENT PARTS

RPL-GLA-38610 - Glass
HDW-WS-W386XX - Hardware Pack

LED Lumens Delivered Lumens
1400 700
1400 700

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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