Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Beacon
WS-W92313
PRODUCT DESCRIPTION

Like gentle drops of pouring rain on a window pane, clear seeded glass brings fluidity
and interest to this cylinder of light.

FEATURES
n
5 « Driver concealed within the canopy
+ Clear mouth-blown hammered seeded glass
* Not recommended for dimming @220V
SPECIFICATIONS
Rated Life 54000 Hours
.\ . Standards ETL, cETL,Wet Location Listed,IP65
13 113
Input 120-277 VAC,50/60Hz
Dimming ELV
Mounting Can be mounted on wall vertically or upside down
Color Temp 3000K
CRI 90
1" Construction Extruded aluminum body and mouth blown hammered seeded glass
shade
7 n
3% 47"
REPLACEMENT PARTS
RPL-GLA-92313-01 - Replacement Glass (Top)
434" RPL-GLA-92313-02 - Replacement Glass (Bottom)
4 WS-W92313
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-W92313 13" 3000K 0 BK Black 7.6W 535 409

Example: WS-W92313-BK

For custom requests please contact customs@modernforms.com
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18" 163"
1 ‘ysll
6"
WS-W92138
Model & Size Color Temp Finish LED Watts
0 WS-W92318 18" 3000K 0 BK Black 14.1W

Example: WS-W92318-BK
For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Beacon

WS-W92318

PRODUCT DESCRIPTION

Like gentle drops of pouring rain on a window pane, clear seeded glass brings fluidity
and interest to this cylinder of light.
FEATURES

« Driver concealed within the canopy
+ Clear mouth-blown hammered seeded glass
* Not recommended for dimming @220V

SPECIFICATIONS

Rated Life 54000 Hours

Standards ETL, cETL,Wet Location Listed,IP65

Input 120-277 VAC,50/60Hz

Dimming ELV

Mounting Can be mounted on wall vertically or upside down
Color Temp 3000K

CRI 90

Construction Extruded aluminum body and mouth blown hammered seeded glass

shade

REPLACEMENT PARTS

RPL-GLA-92318-01 - Replacement Glass (Top)
RPL-GLA-92318-02 - Replacement Glass (Bottom)

LED Lumens Delivered Lumens
1055 811
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