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Amari
  WS-79022  

PRODUCT DESCRIPTION
Cool, connective, sculptural. Interlocking panels render a thought provoking aesthetic.
Subtle ambient lllumination commands attention of this floating work of art.
FEATURES
 

• Driver concealed within the canopy
• Ambient illlumination
• Conversion plate included to accommodate for 4" junction box
• Trimless spackle cover available for 4" square junction box recessed in drywall
thicknesses of 1/2", 5/8", 1", and 1-1/4"; accessory not included and can be ordered
separately (model# MKCP-3040-WT)
• Not recommended for dimming @220V
 

  SPECIFICATIONS

Rated Life 60000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120-277 VAC,50/60Hz

Dimming ELV

Mounting Can be mounted on wall in all orientations

Color Temp 3000K

CRI 90

Construction Extruded aluminum body with acrylic diffuser
  
  

REPLACEMENT PARTS
 

HDW-SY23-MA - Hardware Pack

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-79022    22" 
 

  3000K
  3000K
 

   AB    Aged Brass
   BK    Black
 

  26.5W
  26.5W
 

  1150
  1150
 

  980
  980
 

  Example:  WS-79022-BK

 For custom requests please contact customs@modernforms.com
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