Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

= Minx
PD-78013

FEATURES

* Driver installed within the Junction Box, driver dimension: 2.8" x 1.6" x 1.2"
* Reclaimed K5 crystal
* Minimal exposed hardware
* Thin powered aircraft cables provide an ultra clean look for adjustable suspension
- 5%6" - 57%" height
; S + Can be mounted on a sloped ceiling

SPECIFICATIONS
Rated Life 50,000 Hours
Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant
n
MIN 25 Input 120-277 VAC,50/60Hz
- A A MAX 120" Driver Dimension  2.8"x 1.6" x 1.2"
— — Dimming ELV, 0-10V
Color Temp 3000K
n
13 CRI 90
Construction Steel body with K5 crystal fused acrylic
" REPLACEMENT PARTS
1%
RPL-GLA-78013 - Inner glass
PD-78013
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 PD-78013 13" 3000K 0O AB Aged Brass 8W 252 243
3000K O AN Antique Nickel 8W 252 243

Example: PD-78013-AN

For custom requests please contact customs@modernforms.com

* WAC Home components required for tunable white or Dim-to-Warm mode. See WAC Home section on website for additional information or use QR code on the right r;
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