Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Echelon

PD-94316

PRODUCT DESCRIPTION

Contemporary composition. Spherical etched opal glass is perfectly bisected by

5" lustrous planes of metal, creating a halo of bright LED light.

%" ? - FEATURES
« Driver concealed within the canopy

» Mouth blown etched opal glass with decorative metal fins

+ Spin-on round canopy with minimal hardware

MIN 1 83/8" * Three 12" and one 6" down rods included (additional sold separately)
« Slope ceiling adaptable. Hang straight swivel up to 90 degrees.

MAX 137" * Not recommended for dimming @220V

10" SPECIFICATIONS

L : Rated Life 54000 Hours
. Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant
Input 120-277 VAC,50/60Hz
Dimming ELV: 100-10%,TRIAC: 100-10%
Color Temp 3000K
CRI 90

/\ Construction Metal frame with mouth blown etched opal glass
\J REPLACEMENT PARTS

RPL-GLA-94316 - Replacement Glass
PD94316 RPL-RODINO06-886-AB - 6" Rod - AB finish
16" | RPL-RODIN06-886-BK - 6" Rod - BK finish
RPL-RODIN12-886-AB - 12" Rod - AB finish
RPL-RODIN12-886-BK - 12" Rod - BK finish

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 PD-94316 16" 3000K 0 AB Aged Brass 14.3W 1390 641
3000K 0 BK Black 14.3W 1390 641

Example: PD-94316-BK
For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122 M 0 D E RN Fo RM S
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760



Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Echelon

PD-94324

PRODUCT DESCRIPTION

Contemporary composition. Spherical etched opal glass is perfectly bisected by
lustrous planes of metal, creating a halo of bright LED light.
FEATURES

5"

%' - + Driver concealed within the canopy
» Mouth blown etched opal glass with decorative metal fins
+ Spin-on round canopy with minimal hardware
* Three 12" and one 6" down rods included (additional sold separately)
w MIN 23" « Slope ceiling adaptable. Hang straight swivel up to 90 degrees.
153" MAX 142" + Not recommended for dimming @220V

Rated Life 54000 Hours

J SPECIFICATIONS

Standards ETL, cETL,Damp Location Listed,Title 24 JA8: 2019 Compliant
Input 120-277 VAC,50/60Hz

Dimming ELV: 100-10%,TRIAC: 100-10%

Color Temp 3000K

CRI 90

Construction Metal frame with mouth blown etched opal glass

1N
N

REPLACEMENT PARTS

RPL-GLA-94324 - Replacement Glass

24" | RPL-RODIN06-886-AB - 6" Rod - AB finish

Fpgasza RPL-RODIN06-886-BK - 6" Rod - BK finish
RPL-RODIN12-886-AB - 12" Rod - AB finish
RPL-RODIN12-886-BK - 12" Rod - BK finish

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens

0O PD-94324 24" 3000K 0O AB Aged Brass 19.5W 2970 1369
3000K 0 BK Black 19.5W 2970 1369

Example: PD-94324-BK
For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122 M 0 D E RN Fo RM S
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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