Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

/ Synopsis

PD-58471

FEATURES

« Driver concealed within the canopy
+ Each unique free formed handcrafted piece lends itself to variations in size and
curvature. Ribbons are attached and cannot be individually adjusted.

3 n
o ?10% * Spin on canopy with minimal hardware
@82 * Thin powered aircraft cables provide an ultra clean look for adjustable suspension
i .
‘ 154" height
* Patented design
SPECIFICATIONS
Rated Life 54000 Hours
Standards ETL, cETL,Damp Location Listed
. n
MIN:77 Input 120-277 VAC,50/60Hz
MAX:200" immi
. Dimming ELV, 0-10V, TRIAC, WAC Home*
70%"

N Color Temp 3000K

\ \ CRI 90

/\J) Construction Aluminum body with silica diffuser

A\

. REPLACEMENT PARTS
HDW-HY24-PD - Hardware Pack
181"
L PD-58471
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
O PD-58471 71" 3000K 0 BK Black 92W 6220 3172

Example: PD-58471-BK

For custom requests please contact customs@modernforms.com

* WAC Home components required for tunable white or Dim-to-Warm mode. See WAC Home section on website for additional information or use QR code on the right "p-;.
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