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AVAILABLE FINISHES:

Balthus

PM-W28523

PRODUCT DESCRIPTION

Vintage inspiration meets modern technology on the refined Balthus transitional post

mount light. Integrated LEDs inside emit 3000K, energy-efficient light through clear,
hammered glass for a shimmering visual effect the eponymous painter would be

8%" proud of.
FEATURES

* ACLED driverless technology

+ Clear mouth-blown hammered glass

» Down light illumination

* Mounts on a 3" maximum diameter post (not included)

20%" SPECIFICATIONS
233" Rated Life 54000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
Input 120 VAC,50/60Hz
Dimming ELV: 100-10%,TRIAC: 100-10%
Color Temp 3000K
CRI 90

@3" Construction Aluminum frame with mouth blown glass

(INNER DIA.)

REPLACEMENT PARTS

RPL-GLA-28523 - Outer Hammer Glass

PM-W28523
Model & Size Color Temp Finish LED Watts
0 PM-W28523 20" 3000K 0 BK Black 15.7W
3000K 0O ORB Oil Rubbed Bronze 15.7W

Example: PM-W28523-ORB
For custom requests please contact customs@modernforms.com

LED Lumens

637
637

Delivered Lumens

500
500
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