
SMOOTH
Installation Instructions



FR-W2502-52LSmooth Instructions2

Please read and 
save these instructions  

before installation

DO NOT RETURN TO STORE
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For all questions about your ceiling fan please read all included 
instructions, installation procedures, troubleshooting guidelines  
and warranty information before starting installation.

For missing parts or general inquiries call our trained technical staff at:

For fast service have the following information below when you call:

1.	 Model Name and Number 

2.	 Part Number and Part Description

3.	 Date Of Purchase and Purchase Location 

1-866-810-6615 option 2

MON-FRI 8AM-8PM EST

Email: fansupport@modernforms.com  

General Inquiries

Fan Support
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For operation, maintenance, and troubleshooting information,
visit http://modernforms.com

To reduce the risk of electric shock, ensure electricity has been turned off at the circuit breaker

before beginning. All wiring must be in accordance with the National Electrical Code “ANSI/NFPA

70” and local electrical codes. Electrical installation should be performed by a licensed electrician.

The fan must be mounted with a minimum of 7 ft. (2.1m) clearance from the trailing edge of

the fan blades to the floor and a minimum of 1.5 ft (0.5m) from the edge of the fan blades to the

surrounding walls. Never place objects in the path of the fan blades. To avoid personal injury or

damage to the fan and other items, please be cautious when working around or cleaning the fan.

To avoid electrical shock or damage to the motor or finish, do not use water or chemicals

when cleaning the fan or fan blades. A dry cloth or lightly dampened cloth will be suitable

for most cleaning. 

After making electrical connections, spliced conductors should be turned upward and pushed

carefully up into the outlet box. The wires should be spread apart with the grounded conductor and

the equipment-grounding conductor on one side of the outlet box, and the ungrounded conductor

on the other side of the outlet box. 

All set screws must be checked and re-tightened
where necessary before installation. 
 

Safety Rules
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WARNING: Do not install or use your fan if any part(s) is/are damaged or missing. This
product is designed for use only with the supplied parts and/or accessories designated for
use with this product by Modern Forms. Substitution of parts or accessories not designated
for use with this product by Modern Forms could result in personal injury or property damage
and will void the warranty. Contact an authorized dealer or the manufacturer if any parts are
damaged or missing.
WARNING: To reduce the risk of electric shock, this fan must be installed and operated with
the supplied wall control, or controlled from the Modern Forms app.
WARNING: Do not use power tools to assemble or install your fan. Using power tools can result
in improper assembly which can lead to noise or fan damage,personal injury or property damage.
WARNING: To reduce the risk of personal injury, do not bend the blade arms when installing
the brackets, balancing the blades or cleaning the fan.
WARNING: Do not insert foreign objects between rotating fan blades.
WARNING: Do not operate fan unless fan blades are in place. Noise and fan damage can occur
WARNING: This appliance is not intended for use by young children without supervision.
WARNING: To reduce the risk of fire, electric shock, personal injury or damage to the fan or
other items, the outlet box and support structure must be securely mounted and capable of
reliably supporting a minimum of 35 Ibs (15.9 kg). Use only UL/cUL listed outlet boxes marked
“FOR FAN SUPPORT.” Use only the screws and washers provided with the outlet box.
WARNING: If unusual oscillating movement is observed, immediately stop using the ceiling
fan and contact the manufacturer, its service agent or suitably qualified persons.
The Ceiling Fan suspension system should be examined at least once every two years.
The replacement of parts of the safety suspension system device shall be performed by the
manufacturer, its service agent or suitably qualified persons.
WARNING: Ensure the wood beam’s side is 1-inch wider than the canopy. The outlet box is to
be sealed such that no water enters the outlet box.
WARNING: To Reduce The Risk Of Fire Or Electric Shock, Do Not Use This Fan With Any
Solid-State Speed Control Device.
WARNING: To Reduce The Risk Of Fire, Electric Shock Or Injury To Persons, Do Not Use
Replacement Parts That Have Not Been Recommended By The Manufacturer (e.g. Parts Made
At Home Using A 3D Printer).
WARNING: This appliance is not intended for use by persons (including children) with reduced
physical, sensory or mental capabilities, or lack of experience and knowledge, unless they
have been given supervision or instruction concerning use of the appliance by a person
responsible for their safety.
WARNING: Children should be supervised to ensure that they do not play with the appliance.
WARNING: The mounting of the suspension system shall be performed by the manufacturer,
its service agent or suitably qualified persons.
WARNING: The fixing means for attachment to the ceiling shall be fixed with a sufficient
strength to withstand 4 times the weight of the ceiling fan.
WARNING: To Reduce The Risk Of Electric Shock, This Fan Must Be Installed With An Isolating
Wall Control/Switch.
WARNING: Means for disconnection must be incorporated in the fixed wiring in accordance
with the wiring rules. 

 CAUTION: Before assembling your fan, refer to the “Making the Electrical Connections”
section. If you feel you do not have enough wiring knowledge or experience, have your fan
installed by a licensed electrician. 
 
NOTE: Before servicing or cleaning the fan, switch power off at the circuit breaker.
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WARNING!

!
• INGESTION HAZARD: This product contains a button cell or coin battery.
• DEATH or serious injury can occur if ingested.
•     A swallowed button cell or coin battery can cause Internal Chemical 

Burns in as little as 2 hours .
• KEEP new and used batteries OUT OF REACH of CHILDREN. 
• Seek immediate medical attention if a battery is suspected to be
       swallowed or inserted inside any part of the body.   

Retirez les piles usagées et recyclez-les ou mettez-les au rebut immédiatement, conformément aux 

réglementations locales. Gardez-les hors de portée des enfants. Ne PAS jeter les piles dans les ordures 

ménagères ni les incinérer.

Des piles même usagées peuvent provoquer des blessures graves, voire la mort.

Appelez un centre antipoison local pour obtenir des informations sur le traitement à suivre.

Type de batterie compatible CR2O32. 

Tension nominale de la batterie 3V.

Correctement en respectant la polarité (+ et -).

Ne pas mélanger des piles usagées et des piles neuves, ni des marques ou types de piles différents, 

comme des piles alcalines, des piles carbone-zinc ou des piles rechargeables.

Les piles non rechargeables ne doivent pas être rechargées. Les piles épuisées doivent être retirées de 

l’appareil.

Ne pas décharger de force, recharger, démonter, chauffer au-delà de la température 60°C ni incinérer. 

Cela pourrait entraîner des blessures dues à l’éventement, à une fuite ou une explosion, entraînant des 

brûlures chimiques.

Retirez et recyclez ou éliminez immédiatement les piles des équipements non utilisés pendant une 

période prolongée, conformément aux réglementations locales.

Sécurisez toujours complètement le compartiment des piles. Si le compartiment des piles ne se ferme 

pas correctement, cessez toute utilisation du produit, retirez les piles et gardez-les hors de portée des 

enfants.

      	 AVERTISSEMENT RISQUE D’INGESTION: Ce produit contient une plie bouton ou de type ‘pièce 

de monnaie’.
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Retirez les piles usagées et recyclez-les ou mettez-les au rebut immédiatement, conformément aux 

réglementations locales. Gardez-les hors de portée des enfants. Ne PAS jeter les piles dans les ordures 

ménagères ni les incinérer.

Des piles même usagées peuvent provoquer des blessures graves, voire la mort.

Appelez un centre antipoison local pour obtenir des informations sur le traitement à suivre.

Type de batterie compatible CR2O32. 

Tension nominale de la batterie 3V.

Correctement en respectant la polarité (+ et -).

Ne pas mélanger des piles usagées et des piles neuves, ni des marques ou types de piles différents, 

comme des piles alcalines, des piles carbone-zinc ou des piles rechargeables.

Les piles non rechargeables ne doivent pas être rechargées. Les piles épuisées doivent être retirées de 

l’appareil.

Ne pas décharger de force, recharger, démonter, chauffer au-delà de la température 60°C ni incinérer. 

Cela pourrait entraîner des blessures dues à l’éventement, à une fuite ou une explosion, entraînant des 

brûlures chimiques.

Retirez et recyclez ou éliminez immédiatement les piles des équipements non utilisés pendant une 

période prolongée, conformément aux réglementations locales.

Sécurisez toujours complètement le compartiment des piles. Si le compartiment des piles ne se ferme 

pas correctement, cessez toute utilisation du produit, retirez les piles et gardez-les hors de portée des 

enfants.

        	 AVERTISSEMENT RISQUE D’INGESTION: Ce produit contient une plie bouton ou de type ‘pièce 

de monnaie’.

AVERTISSEMENT!

!
•     RISQUE D’INGESTION : Ce produit contient une pile bouton ou de type 'pièce de monnaie'.
•     La MORT ou des blessures graves peuvent survenir en cas d”ingestion.
•     Une pile bouton ou de type 'pièce de monnaie' avalèe peut provoquer des brûlures 
      chimiques internes en seulement deux heures. 

 

•     GARDER les piles neuves et usagées HORS DE PORTÉE DES ENFANTS. 
•     Consultez immédiatement un médecin si vous soupçonnez quèune pile a été 
       avalée ou insérée dans une partie du corps.
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Get Smart...

Integrates 
seamlessly with:
devices you already own 

Premium smart 
features:

Accessories:

DC 

 MOTOR

complement high quality materials

 personalize your experience

Quiet, reliable, and up to 70%  
more efficient than AC fans

Wi-Fi and Bluetooth enabled  
for flexible control

Bluetooth Wall Control
Dims light to 1% | ON/OFF 
6 fan speeds | Sold separately 
F-WCBT-WT White

Bluetooth Remote Control
Dims light to 1% | ON/OFF
6 fan speeds 
F-RCBT-WT White

Wet Location-listed to the strictest 
UL/cUL safety regulations. Finished
and rated for interior and exterior use

works with the
Google Assistant
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Package Contents
7.	 Bottom Cover
	 RPL-F2502-COVER-**

8.	 Adapter Plate for Luminaire 
Assembly

	 RPL-F2502-ADP-**

9.	 LED Module 
F3IN-120V-R1-CS-H

10.	 PC Shade 
RPL-F2502-GLA

11.	 Receiver w/ Wire Nuts/Ties 
F-R3-2502-052CS-H

12.	 Remote Control  
F-RCBT-WT 

1.	 Blades 
RPL-F2502-52-BD-**

2.	 Hanging Bracket/Downrod 
Assembly 
RPL-HGR-ASM-6-**

3.	 Canopy & Canopy Screw Ring 
RPL-CAN-CYL-**

4.	 Coupling Cover

5.	 Motor Housing

6.	 Adapter Plate for Cover
	 RPL-F2502-ADPBC-MB

 ** Denotes finish code of fan /blade sweep of fan

Before discarding packaging materials be certain all parts have been removed. 
Place the parts from the hardware bag into a small container to keep them from being lost.

Hardware Bag
Hardware Bag 

A Machine Sc rews (2) 

Spring Washers (2) 

Flat Washers (2)

B Screws and Washers

C

D

Wood Screw (1)

Spring Washer (1)

Flat Washer (1)

Wire Nuts (8) ( Packed with receiver)

(7)

RPL-F2502-PARTS
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M
A

C
 ID

12

3

9

10

11

4

6

2

Hanging Weight: 4.9 kgs./10.8 lbs.

IMPORTANT: Please make note of 
the MAC ID on the receiver and 

keep it in a safe place.

1

5

7

8
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1. Mounting Options

	 CAUTION: To prevent electrical shock, ensure electricity has 
been turned off at the circuit breaker before beginning.

If there isn’t an existing UL/cUL listed outlet box, please refer to the 
following instructions. Secure the outlet box directly to the building 
structure. Use appropriate fasteners and building materials. The 
outlet box and support structure must be able to fully support the 
moving weight of the fan (at least 50 lbs. or less 22.7 kg). Do not use 
plastic outlet boxes. Use only UL/cUL listed outlet boxes marked  
“FOR FAN SUPPORT.”

Secure the outlet box directly to the building structure. 
Use Part A if needed to mount the outlet box.

Figures 1-1B are examples of different ways to mount the  
outlet box.

NOTE: To hang your fan where there is an existing fixture but no 
ceiling joist, you may need an installation hanger bar.
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1

1A

1B

2

1

2

2

3

1.	 Support Brace

2.	 Outlet Box

3.	 Joist
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2. Installing the Hanger Bracket
Remember to disconnect the power at the circuit breaker.

1.	 Remove 1 of 2 screws from the bottom of the mounting 
bracketand save for use in section 11. Loosen the other screw 
(Fig. 2).

2.	 Pass the 120-volt supply wires through the center hole in 
themounting bracket as shown (Fig. 2A).

3.	 Secure the mounting bracket to the ceiling outlet box with 
thescrews and washers provided with your outlet box. Use Part A 
if needed to mount your Outlet Box.

4.	 Before you install the blades/blade arms - remove and discardthe 
rubber motor stops from the motor housing.

NOTE: Make sure that mounting screws are tight. 

1.	 Attach the blades to the housing - using the provided screws and 
washers. (Fig. 3) 
Use Part B.

3. Attaching the Fan Blades
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2 2A

3

1

2

1.
2.

Mounting Bracket
Screw

2

3

1To Switch A

A

B

(HOT)
(Neutral)

(HOT)/
Switch

(No Neutral)

(Ground)
*Bare or Green

(Ground)
*Bare or Green

To Switch

1.

2.
 

3.

Mounting Screws
(outlet box screws not included) 

120V Wires

cUL/UL Listed Outlet Box
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4A 4B

1.	 Remove screw from hanger ball. Remove hanger ball and 
cross pin (Fig. 4A)

2.	 Loosen 2 screws, clevis pin and cotter pin (Fig. 4B). 

3.	 Install coupling cover, canopy screw ring, canopy and downrod 
assembly into motor housing as shown (Fig. 4B). 

4.	 Align downrod and motor collar holes, re-insert pins 
and screws (Fig. 4C). 

5.	 Slip up canopy and canopy screw cover. Re-install hanger ball 
with cross pin in correct place (Fig.4C). 

6.	 Seat all into the mounting bracket. Rotate until ball drops and 
locks into hanger bracket screw (Fig. 4D). 

7.	 Secure the safety cable into the structure beams using the wood 
screw, washers, and spring washers provided (Fig.4E). 
Use Part C. 

NOTE: Safety cable is required for all installations in Canada. Safety 
cable is required for ceiling fan and light combinations over 35 lbs. in 
both flush and downrod models in the United States (Fig. 4E).

4. Hanging the Fan



FR-W2502-52L Smooth Instructions 17

4E

4C 4D
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5. Making the Electrical Connections 

 WARNING: Installation of this fan requires that a three-conductor 
cable (including ground wire) which should run between ceiling and 
wall outlet box. Use Part D.

 WARNING: Check to see that all connections are tight, including 
ground, and that no bare wire is visible at the wire nuts,  
except for the ground wire.

Insert the receiver into the mounting bracket with the flat side of the 
receiver facing the ceiling (Fig. 5A). 

Motor to Receiver & Receiver to house supply wires (Fig. 5B). 

1.	 Connect the fan assembly ground wire, mounting bracket ground 
wire, and receiver ground wire to the ground wire in the outlet box.

 WARNING: Failure to connect ground wires could result in  
poor fan control functionality.

2.	 Connect the red wire from the fan to the red wire marked  
“TO MOTOR” from the receiver. 

3.	 Connect the grey wire from the fan to the grey wire marked  
“TO MOTOR” from the receiver.

4.	 Connect the yellow wire from the fan to the yellow wire marked 
“TO MOTOR” from the receiver.

5.	 Connect the white wire from the fan to the white wire marked 
“FOR LIGHT” from the receiver.

6.	 Connect the blue wire from the fan to the blue wire marked  
“FOR LIGHT” from the receiver.

7.	 Connect the black (hot) wire from the ceiling to the black wire 
marked “AC in L” from the receiver.

8.	 Connect the white (neutral) wire from the ceiling to the white 
wire marked “AC in N” from the receiver.

NOTE: Failure to make correct wire connections can permanently 
damage the receiver.  Make certain you follow the below steps and 
diagram.
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Follow the steps below to connect the fan to your household wiring. Use the plastic wire nuts with your fan.  
Secure the plastic wire nuts with electrical tape. Make sure there are no loose strands or connections.

5A

5B

WHITE(for Light)

1

2

1.

2.

Mounting Bracket

Receiver

Black(Hot)
can be RED from Switch leg

Black(Line in H)

RED(to Motor)

GREEN(Ground)

BLUE (to Light)

BLUE (for Light)

GREEN(GND Must Use)
GREEN(Hanger Bracket Ground)

GREEN(Hanger Bracket Ground)

RED(to Motor)

GREY(to Motor)

WHITE(Neutral)

WHITE(to Light)

Safety Cable

GREY(to Motor)

YELLOW(to Motor)

WHITE(Line in N)

YELLOW(to Motor)

Outlet
Box

Receiver

Hanger Ball & Downrod

Hanger 
Bracket

RED(to Receiver)

GREY(to Receiver)

YELLOW(to Receiver)
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6. Installing the Optional Wall Control

NOTE: Wall Control not included. A bluetooth wall control accessory 
can be purchased separately.  

1.	 Connect the green wire marked “GROUND” from the wall control 
to the copper wire from the wall outlet box that feeds back to the 
circuit breaker – important for proper fan function (Fig. 6A). 

2.	 Connect the black wire marked “LINE IN” from the wall control to 
the black LINE VOLTAGE wire from the wall outlet box that feeds 
back to the circuit breaker (Fig. 6A).

3.	 Connect the red wire from the wall control to the black wire from 
the wall outlet box that feeds up to the fan (Fig. 6A).

4.	 Connect the white wire from the wall control to the white 
(neutral) wire from the wall outlet box (Fig. 6A). 

5.	 Carefully tuck the wire connections inside the outlet box.  
Secure the wall control with the two (2) wall control screws 
provided (Fig. 6B).

6.	 Attach the wall mounting plate over the wall switch and secure 
with the two (2) wall mounting plate screws provided (Fig. 6B).

7.	 Fasten the wall plate to the wall mounting plate (Fig.6B). 

6A

Wall Switch WiresHouse Wires

(Hot In)

(Neutral)

(Ground)

(Hot out to Fan)Fan Switch leg

(Copper/Ground)

(Neutral)

(Hot)

From Breaker
* Home Wiring may vary

to Fan
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6B

Multi-location wiring

1 2 3

54

1.	 Wall Outlet

2.	 Wall Control

3.	 Wall Mounting Plate

4.	 Mounting Plate Screws

5.	 Wallplate

Individually pair each of the wall controls with the fan 
receiver using the pairing instruction. See page 22.

Line/Hot
Red

Green (Green or Bare)

Wall Control 1 Wall Control 2 Wall Control 3 

If Applicable

FAN

Neutral/White
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7. Finishing the Installation

8. Installing the Adapter Plate for the Cover

1.	 Secure wire connectors with supplied wire ties. 

2.	 Install canopy to mounting bracket with the screw removed in 
section 4 (Fig. 7). 

3.	 Install canopy screw ring as shown (Fig. 7A). 

1.	 Remove 3 screws from the mounting ring (Fig 8A). 

2.	 Position the adapter plate into place (Fig. 8B).

3.	 Using the screw from the previous step, install the  
adapter plate (Fig. 8B).

Note: The adapter plate for the cover is shorter.  Do not use the taller 
luminaire adapter plate if you plan on using the light.

7 7A
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9. Installing the Optional Cover 

1.	 Twist the cover on tightly (Fig. 9).

8A 8B

9
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10

 

Light-kit Unscrew the 3 screws  Remove PC cover Adjust the 4CCT toggle switch 

Return to 

CCT:50 40 30 27

CCT:50 40 30 27

LED Module

Screws

Light Shade
Assembly

10. Installing the Luminaire Adapter Plate.

1.	 If you are using a Luminaire - you need to install the taller 
adapter plate.  

2.	 Screw in the taller luminaire adapter plate with the x 3 previously 
removed screws that were attached to the mounting ring.  You are 
now ready to install the Luminaire Module and Shade (Fig. 10).

NOTE: Your Fan comes standard as 3000K (neutral white color).  You can preset 
your Fan to 2700K, 4000K, or 5000K (pure white - daylight color). Remove the 
3 screws surrounding the LED module. Remove the PC cover. Adjust the toggle 
switch (left is 2700K and right is 4000K or 5000K). 

WARNING: To avoid electric shock and fire, user must adjust the  4CCT switch 
before the fan is mounted. Do not adjust the switch when the fan is powered ON.
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11A11

11B

11. Installing the Luminaire Module/PC Shade
1.	 Remove the 3 screws from the outer perimeter of the adapter 

plate.

2.	 Attach LED wires from motor assembly to luminaire module  
(Fig. 11).

3.	 Secure the luminaire module with the 3 screws to the  
adapter plate (Fig. 11A). 

4.	 Install the shade by twisting it into place.  
Make sure it is on tight (Fig. 11B).
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12. Controlling the Fan

Your fan was delivered to you with the included control already paired 
to your fan.  

A: Light On/Off, Bright/Dim

B: Fan On/Off, Speed Up/Down

C: Season (Summer/Winter)

Air-Gap Switch: Pull tab to power off in case of emergency. Not  
necessary for normal fan operation (only included with wall control).

NOTE: Your fan features 6 speeds. An audible tone will indicate when 
the speed is increased or decreased. When the fan has reached the 
minimum/maximum speed level the fan will beep twice. 

Controlling One or Multiple Fans with Remote or Wall Controls

The Bluetooth Remote or Wall Control is capable of controlling

an unlimited number of fans within line of site. 

See (Fig. 12C) for Pairing. 

NOTE: Pairing must be completed within three (3) minutes of

powering the fan.

Synchronizing Control Across Multiple Fans

If you are controlling multiple fans with one controller, fans/lights

may be synced by referring to Fig. 12B and instructions on the next 
page. 
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A

B

C
Air-Gap
Switch*

Wall Control
* Air-Gap Switch only included 

with wall control

Remote
Control

12 12A

12B

Summer Mode
(Counter-Clockwise)

Winter Mode
(Clockwise)

Fan On/Off
Press and hold 

button for 4 seconds.

Light On/Off
Press and hold 

button for 4 seconds.

Fan Direction
Press and hold 

button for 4 seconds.

Fan On/Off: Press and hold  button for 4 seconds. The LED on the remote will flash

green and all connected fans will beep to indicate the message has been received. All

fans will turn off.  This will bring all fans controlled by the remote into sync. 

Light On/Off: Press and hold  button for 4 seconds.  The LED on the remote will flash

green and all connected fans will beep to indicate the message has been received. All

lights will turn off.  This will bring all fans controlled by the remote into sync. 
	

Fan Direction: Press and hold  button for 4 seconds.  The LED on the remote will

flash green and all connected fans will beep to indicate the message has been

received.  All fans will be set to summer mode (CCW rotation).  This will bring all fans

controlled by the remote into sync.

A

C

B
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13. Reset

15. Application

14. Breeze Mode

In addition to the included remote control, you can control your fan with a wall
control (sold separately) or through the  Modern Forms app. To use the Modern Forms
app, download it for free from the App Store or Google Play.

1.	 Open the app to create your account. You can also log in using your  
Facebook or Google account.

2.	 To set up a Wi-Fi connection you will need the SSID and Wi-Fi password for the 
network you wish to connect to. 

3.	 You will receive a prompt to name your fan device and upload an optional picture 
of it if you choose.  

4.	 The Modern Forms app allows you to perform normal fan functions, as well 
as create schedules, set sleep timers, invite other users, create groups, and 
use smart features such as Adaptive Learning. Integrate with smart home 
systems you already own including Amazon Alexa, Google Assistant, Samsung 
SmartThings, Control 4, and more.

If advised by fan support, you can reset your fan to factory settings 
by referring to (Fig. 13A) or (Fig. 13B).

NOTE: If you change your Wi-Fi settings (SSID or Security 
Passphrase) you will require a Wi-Fi reset. Refer to Fig. 13 and then 
use the Modern Forms app to connect your fan to the new network.

Breeze Mode mimics the natural ebb and flow of winds in nature by 
varying the fan speed.

NOTE: Breeze Mode always rotates your fan in the Summer direction. 

1.	 To start Breeze Mode, press  and  for 4 seconds. The LED will 
blink green and the fan will beep.

2.	 To exit Breeze Mode and return to standard fan mode, press  
and  for 4 seconds. The led will blink green and the fan will 
beep. Your fan will return to the direction and speed it was set to 
prior to entering Breeze Mode.
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12C

13A

13

13B

For detailed 

Instructions 

and Smart 

Home Device 

Integration

Scan and follow prompts for multilingual 
instruction options and Smart Fan FAQs:

10% LV2

Pairing
Press and hold buttons 

for 10-15 seconds.

Receiver Factory Reset
Press the reset button on the receiver 

until the receiver beeps

Unpairing
To purge, press and hold 
buttons for 4 seconds.

Factory Reset
Press and hold buttons for 10 seconds 

Fan Wi-Fi Reset
Press and hold the  and   for 10 seconds until 

LED blinks green and receiver emits 2 long beeps
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16. Accessories
 personalize your experience

Bluetooth Wall Control
Dims light to 1% | ON/OFF 
6 fan speeds | Sold separately
F-WCBT-WT White 

Bluetooth Remote Control
Dims light to 1% | ON/OFF 
6 fan speeds 
F-RCBT-WT White 
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